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ALL RIGHTS RESERVED GENERAL TOLERANCES FOR WELDED CONSTRUCTIONS EN-ISO 13920 D-D-H

POS
No. QTY. DESCRIPTION MATERIAL REMARKDIMENSIONS OR NORMALISATION

VISUAL INSPECTION WELD
GENERAL IMPRESSION

A.
N.A.

F.I.

- NOT ACCEPTABLE
- ACCEPTABLE
- FOR IMPROVEMENT

TOLERANCES FOR LINEARE DIMENSIONS 
WITHOUT TOLERANCE INDICATION

(   ) - DIMENSION CHECK

TOLERANCEDIMENSIONS (mm)

ANGLE
>

3999
1499
999
499
U/I

2
3
4
6
8
2

.A.
.A. .

. .I.
.I.

REV.
CODE DATE DESCRIPTION DRAWN CHECK APPR. QA CLIENT

APPR.

        
        
        
        
        
A 06-02-2012 First Issue CB MS    

Лючок для 
проведения
инспекций 

Пространство, необходимое для
проведения инспекций и
моточисток 

Лючок для проведения
инспекций 

ДЛЯ ИНФОРМАЦИИ

ДЛЯ ИНФОРМАЦИИ

Пространство, необходимое
для демонтажа элементов
привода 

Слив конденсата G2"

Слив G½"

Спуск воздуха G½"

L1

L3

L2

Габаритные размеры
Тепл. мощн., кВт    Ду      L1       L2      L3       B1      B2       H1     H2       H3       DS        A         B       C        D        E         F       G        H
300 250 4046 3500 2000 490 818 1332 502 1061 80(var) 1023 275 2700 277 491 2654 520 550
400 300 4047 3500 2000 540 843 1475 515 1154 80(var) 1023 325 2700 327 591 2504 620 650
500 350 4746 4100 2500 595 869 1678 592 1307 80(var) 1123 375 3200 377 691 2999 670 750
600 400 4346 3600 2000 595 869 1828 592 1382 80(var) 1173 450 2700 452 841 2349 745 900
700 400 4846 4100 2500 645 894 1883 622 1437 80(var) 1173 450 3200 452 841 2849 745 900
800 450 5046 4250 2500 703 919 2240 853 1744 80(var) 1273 500 3200 502 941 2894 795 1000
900 500 4648 3800 2000 754 945 2231 617 1685 80(var) 1324 550 2700 552 1041 2344 845 1100
1000 500 5148 4300 2500 754 945 2238 624 1692 80(var) 1324 550 3200 552 1041 2844 845 1100
1100 500 4648 3800 2000 805 988 2263 651 1717 80(var) 1324 550 2700 552 1041 2344 845 1100
1200 600 4746 3850 1800 856 1006 2570 758 1924 80(var) 1473 650 2700 652 1241 2194 945 1300
1500 600 4648 3800 1800 907 1028 2548 711 1902 80(var) 1424 650 2700 652 1241 2144 945 1300
1700 700 5048 4000 1800 958 1056 2811 724 2040 80(var) 1624 775 2700 777 1491 2089 1070 1550
2000 700 5148 4050 1800 1060 1107 2945 788 2174 80(var) 1674 775 2700 777 1491 2139 1070 1550
2300 800 5448 4200 1800 1162 1158 3248 841 2377 80(var) 1824 875 2700 877 1691 2079 1170 1750

D F G

A

B

Глушитель ОГ (опционально)

Осевой вход
(опционально) 
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Изоляция, s<300мм

Изоляция, s<100мм
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